GENERAL INDEX.

Address of Mayor of Cleveland, O., 195.
Address of A. L. Holley, 35.
Annual of R. H. Thurston, 75.
Advantages of cambering machine, 114.
" vertical engine, 378.
Aeronautics, progress in, 94.
Amendment to rules, Com. on, 15.
Annual meeting, change of date, 14.
Appendix to Bessemer ingot cranes, 245.
" to notes on steel, 415.
Balance cylinder for vertical engine, 376.
Balanced valves, 368.
Balancing of straight-line engine, 386.
Bed-plate for vertical engine, 369.
Belting for non-parallel shafts, 165.
Bessemer ingot cranes, 238.
Béton as a building material, 388.
" and iron for H. R. tunnel, 394.
House struck by lightning, 402.
Bituminous coals, evaporative power of, 249.
Blue limestone as filling for béton, 390.
Boiler explosions early in 19th century, 142.
Boiler explosions, causes of, 143.
Boilers long, support of, 146.
" of the Livadlia, 418.
Bower-Barff process for rustless iron, 351.
Breaking block for cranes, 244.
Briggs' scales, 277.
" standards for fittings, 274.
Bridges of long span, 78.
" steel, 410.
Bridge timber, fractures of, 132.
Cambering machine for rails. advantages of, 114.
Canning (E. W. B.) on A. L. Holley, 39.
Casting flange pipe, method of, 297.
Cast-iron fittings, standards for, 274.
Calking of boiler joints, 429.
Causes of boiler explosions, 143.
Chains vs. ropes in cranes, 285.
Change of date of annual meeting, 14.
Changes of temperature in a béton house, 402.
Circulars of Com. on Commission to test iron and steel, 31.
Clutch couplings, mechanism for, 311.
Coal beds of Penn., classified, 217.
Coal, bituminous, evaporative power of, 249.
Col. Laidley's communication, 20.
Colliery hoisting engines, 218.
" pumps, 220.
Committee, local for N. Y., 1882, 1.
" " Cleveland, 1883, 193.
" on revision of rules, 15, 199.
" nomination of officers, 199.
" gauges and standards, 21.
" test commission, 29.
Communication from Col. Laidley, 20.
Compressed steel, 79.
Compound propeller engines, 213.
Comparison of Johnson's and Meigs' results, 250.
" of vertical and horizontal engines, 285.
Continuous lubrication with grease, 316.
Cored flanges for cast pipe, 237.
Corliss pump valve springs, 349.
Cornish pumps in anthracite mines, 221.
Corrosion of mine pumps, 221.
Cost of béton construction, 398.
" lubrication by grease and oil, 318.
Council, report from, N. Y., 1882, 7.
" Cleveland, 1883, 198.
Crane for roll trains, 310.
Crane: A study of types, 288.
" classified, 289.
Crank-shaft, new construction of, 281.
Cross-adjustment of pressure plate of valves, 273.
Crosshead of vertical engine, 373.
Cut-off, best for different pressures, 89.
Cylinder condensation, 88.
Dampness of a béton house, 403.
Dash-pot for drop cut-off, 130.
Davis' piston valve, 265.
Defects of indicator diagrams, 183.
" in steel plate, 418.
Degree of D. E. conferred on E. D. Leavitt, Jr., 204.
Device to ascertain friction of valves, 154.
" to illustrate torsion of springs, 338.
<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Dome openings in boiler shells, 146, 149.</td>
<td>&quot;gear for cranes, 291.</td>
</tr>
<tr>
<td>Drifting in iron boiler work, 145.</td>
<td>&quot;&quot; and Colburn’s permanent way, etc., 52.</td>
</tr>
<tr>
<td>Drums for cranes, 298.</td>
<td>&quot;&quot; and steamboat inspection, 57.</td>
</tr>
<tr>
<td>&quot;&quot; colliery hoisting engines, 220.</td>
<td>&quot;&quot; and the Stevens battery, 61.</td>
</tr>
<tr>
<td>Dues from members, 8.</td>
<td>&quot;&quot; and traction engines, 56.</td>
</tr>
<tr>
<td>Dynamometer, improved form of, 227.</td>
<td>&quot;&quot; as locomotive engineer, 46.</td>
</tr>
<tr>
<td>Early colliery engines, 218</td>
<td>&quot;&quot; as journalist, 50.</td>
</tr>
<tr>
<td>&quot;&quot; propeller engines, 212.</td>
<td>&quot;&quot; as lecturer at Columbia College, 69.</td>
</tr>
<tr>
<td>Economy of lubrication, 315.</td>
<td>&quot;&quot; at school, 36.</td>
</tr>
<tr>
<td>&quot;&quot; at different pressures of steam, 89.</td>
<td>&quot;&quot; birth of, 35.</td>
</tr>
<tr>
<td>&quot;&quot; of variable cut-off, 136.</td>
<td>&quot;&quot; begins treaty for Bessemer patents, 64.</td>
</tr>
<tr>
<td>Edison’s quadruplex telegraphy, 330.</td>
<td>&quot;&quot; compositions of, 41.</td>
</tr>
<tr>
<td>Effect of prolonged stress on iron, 224.</td>
<td>&quot;&quot; early inventions of, 44.</td>
</tr>
<tr>
<td>&quot;&quot; sulphur in coal on rustless iron, 363.</td>
<td>&quot;&quot; letters to, and from his father, 42.</td>
</tr>
<tr>
<td>Efficiency of the steam engine, 89.</td>
<td>&quot;&quot; married, 48.</td>
</tr>
<tr>
<td>Electric Railways, 86.</td>
<td>&quot;&quot; later patents of, 69.</td>
</tr>
<tr>
<td>Electric Units, 87.</td>
<td>&quot;&quot; memorial address on, 55.</td>
</tr>
<tr>
<td>Electricity, progress in, 85.</td>
<td>&quot;&quot; Memorial Committee report, 10.</td>
</tr>
<tr>
<td>Endurance of spiral springs, 345.</td>
<td>&quot;&quot; on the N. Y. Times, 54.</td>
</tr>
<tr>
<td>Engine foundations of re-enforced béton, 395.</td>
<td>&quot;&quot; on ordnance and armor, 63.</td>
</tr>
<tr>
<td>Engines, vertical, balanced, 368.</td>
<td>&quot;&quot; on technical education, 67.</td>
</tr>
<tr>
<td>Eye-bars of steel, 411.</td>
<td>&quot;&quot; published papers of, 68.</td>
</tr>
<tr>
<td>&quot;&quot; tests of, 412.</td>
<td>&quot;&quot; rail-joint of, 56.</td>
</tr>
<tr>
<td>Evaporative power of bituminous coals, 249.</td>
<td>&quot;&quot; volunteers service in Civil War, 60.</td>
</tr>
<tr>
<td>Excursions at Cleveland, 205.</td>
<td>&quot;&quot; work of on Test commission, 69.</td>
</tr>
<tr>
<td>Experiments by Escher, 90.</td>
<td>Incombustibility of béton, 388.</td>
</tr>
<tr>
<td>Extension of spiral springs, 347.</td>
<td>Indicator, new, for engines, 182.</td>
</tr>
<tr>
<td>Fire-proof construction, 399, 401.</td>
<td>&quot;&quot; under varying loads, 188.</td>
</tr>
<tr>
<td>Force to slide a valve on its seat, 150.</td>
<td>Ingot cranes, cylinder and mast for, 242.</td>
</tr>
<tr>
<td>Formulae for friction of valves, 162.</td>
<td>&quot;&quot; breaking block for, 244.</td>
</tr>
<tr>
<td>&quot;&quot; for helical springs, 341.</td>
<td>Inspection of boilers, 148.</td>
</tr>
<tr>
<td>Frames for cranes, 300.</td>
<td>Interchangeable parts in machinery, 80.</td>
</tr>
<tr>
<td>Frischen’s multiplex telegraphy, 322.</td>
<td>Iron made rustless by Bower-Barff process, 351.</td>
</tr>
<tr>
<td>Friction of valves under inelastic fluids, 159.</td>
<td>Isodynamic curves in beams, 134.</td>
</tr>
<tr>
<td>Furnace best fitted for bituminous coals, 257.</td>
<td>Johnson’s &amp; Meigs’ experiments compared, 250.</td>
</tr>
<tr>
<td>Fund for publication, 10.</td>
<td>Kinematic models, Reuleaux’s, 367.</td>
</tr>
<tr>
<td>Gintl, originator of multiplex telegraphy, 321.</td>
<td>Large sections weaker than small, 76.</td>
</tr>
<tr>
<td>Girders for cranes, 300.</td>
<td>Lifet ime of boilers, axles, etc., 147.</td>
</tr>
<tr>
<td>Gray’s harmonic multiplex telegraphy, 322.</td>
<td>Livadie’s boilers, 418.</td>
</tr>
<tr>
<td>Grease for lubrication, 315.</td>
<td>Local committees for N. Y. meeting, 1882, 1.</td>
</tr>
<tr>
<td>Grooving under engine bed-plates, 380, 382.</td>
<td></td>
</tr>
</tbody>
</table>
GENERAL INDEX.

Local committees for Cleveland meeting, 1883, 193.
Long boilers, support of, 146.
Lubrication by grease and oil, 315.
" cost of, 315.

Machine riveting, 146.
Manchester Steam Users' Assoc., 142.
Marine engine of the lakes, 211.
Mast for ingot cranes, 243.
Materials for springs, 336, 348.
Mechanism for clutch couplings, 311.
Members present at N. Y. meeting, 1882, 5.
" at Cleveland meeting, 1883, 193.
Method of casting flange pipe, 237.
" constructing a crank-shaft, 231.
" coiling springs, 336.
Microscopic study of woods, 131.
" metals, 133.
Milling, progress in, 83.
Mine cars, 218.
Mortar resisting fire, 401.
Multiplex telegraphy, 321.
National University, 101.
Nomenclature for crane motions, 208.
Notes on steel, 410.
Note on water-hammer, 404.
Number of coils in a spiral spring, 347.

Objections to cast-iron fittings, 276.
Official vs. private inspection of boilers, 148.
Oxidation of iron by carbonic acid gas, 333.

Parallelism of girders of traveling cranes, 306.
Perkins' steam pressures, 87.
Pillow-block for vertical engine, 370.
Piston speed of Corliss engine, 383.
Plaster of Paris in Bower-Barff process, 359.
Planimeter for indicator, 186.
Practical formulae for friction of valves, 162.
Price of steel as compared with iron, 419.
Principles for high-speed boats, 92.
Production of steel, 65-78.
Proportions of cement in béton, 391.
Pumps for collieries, 220.
Punched holes in steel, 417, 428.
Push or pull in spiral springs, 345.

Reamed holes in steel, 418, 428.
Recommendations for standard fittings, 276.
Re-enforced béton for engine foundations, 395.
Relation of employers to employed, 96.

" " 1883, 198.
" Treasurer, 1882, 7.
" " 1883, 201.
" Holley Memorial Committee, 10.
" Tellers, N. Y., 18.
" " Cleveland, 200.
" " Gauges and Standards, 21.
" Committee on Tests of iron and steel, 29.

Resolution of thanks to R. W. Raymond, 199.

Sales of United States Bond, 8.
Scheme of industrial organization, 99.
Screw propulsion, 94.
Secondary batteries, 85.
Sectional steam boilers, 91.
Soap as lubricant, 272.
Special large pipe fittings, 282.
Specifications for steel boilers, 430.
Speed of steam vessels, 91.
Spiral grooves avoided on rope drums, 307.

Springer eye-bars, 413.
Spur vs. worm gear for cranes, 302.
Square shaft vs. wire rope for traveling cranes, 304.
Standard dimensions, 80.
Standards in cast-iron fittings, 282.
Standard taper for pipe taps, 285.
Stark's multiplex telegraphy, 327.
Steam engine practice, progress in, 87.
Steam in Bower-Barff process, 356.
Steam pressure for maximum economy, 88.
Steam pipes, water-hammer in, 404.
Steam pumps in mines, 222.
Stearns' multiplex telegraphy, 327.
Steel bridges, 410.
" by compression, 79.
" eye-bars, 411.
" produced by open hearth process, 78.
" replacing iron, 77.
Straightening rails, 106.
Straight line engine balance, 386.
Stuffing-box for vertical engine, 373.
Subdivision in installing machinery, 235.
Superheated steam in underground pipes, 408.
Support of long boilers, 146.
Systematic promotion of industries, 99.

Table for belts at varying shaft angles, 177.
Table of analyses of bituminous coals, 265.
"" chemical analyses for steel bars, 416.
"" evap. power of bituminous coal (B. & W. tests), 267.
"" fractures of wire, 225.
"" steaming values of bitum. coals, 260.
"" tests of eye-bars, 412.
"" tests of Springer eye-bars, 414.
"" tests of steel for E. R. bridge, 417.
"" transverse strength of spruce, 122.
"" useful per cents. of large and small machines, 236.

Tanks of re-enforced béton, 395, 398.
Telegaphy, multiplex, 321.
Tellers for annual meeting, 6.
"" report, N. Y., 1882, 18.
"" Cleveland, 1883.
Temper of spiral springs, 348.
Temperature in Bower-Barff process, 356.
Tensile tests of six eye-bars at Water-town, 415.

Tests of floors in béton house, 393.
"" of rent pipe, 406.
"" of riveted boiler plate steel, 430.
"" of spruce beams, 125–131.
Thanks, resolutions of, 5, 33, 267.
Thermo-electric generation of current, 87.
Time for exposure in Bower-Barff process, 357.
Torpedo boats, 92.
Torsion in spiral springs, 337.
Trade schools, 101.
Transportation, progress in, 84.
 Traverse gear for cranes, 294.
Traveling cranes of Appleby design, 305.
Treasurer's report, 1882, 7.
"" 1883, 201.
Trolleys or trucks for cranes, 299.
Tubes protected from corrosion, 363, 364.
Turbines, different forms of, 82.
Valves, balanced, Allen, 270.
"" fitted hot, 273.
"" Porter-Allen, 269.
"" Sweet, 271.
Vertical engines, balanced, 368.
Vibrations of engine foundations, 385.
Warming a béton house, 392, 396.
Water hammer in steam pipes, 404.
Water-wheel of ferry boats, 141.
Weight to break ingot cranes, 240.
Welded eye-bars, 413.
Welded man-hole nozzles, 427.
Welded torpedoes, 428.
Whitworth compressed steel, 79.